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fouling wires hereafter installed or re-
placed shall consist of at least two dis-
crete conductors, and each shall be of
sufficient conductivity and maintained
in such condition that the track relay
will be in deenergized position, or de-
vice that functions as a track relay
will be in its most restrictive state,
when the circuit is shunted.

(b) This rule does not apply to shunt
wires where track or control circuit is
opened by the switch circuit controller.

[49 FR 3383, Jan. 26, 1984]

§ 236.58 Turnout, fouling section.

Rail joints within the fouling section
shall be bonded, and fouling section
shall extend at least to a point where
sufficient tract centers and allowance
for maximum car overhang and width
will prevent interference with train, lo-
comotive, or car movement on the ad-
jacent track.

[49 FR 3383, Jan. 26, 1984]

§ 236.59 Insulated rail joints.

Insulated rail joints shall be main-
tained in condition to prevent suffi-
cient track circuit current from flow-
ing between the rails separated by the
insulation to cause a failure of any
track circuit involved.

§ 236.60 Switch shunting circuit; use
restricted.

Switch shunting circuit shall not be
hereafter installed, except where tract
or control circuit is opened by the cir-
cuit controller.

[49 FR 3384, Jan. 26, 1984]

WIRES AND CABLES

§ 236.71 Signal wires on pole line and
aerial cable.

Signal wire on pole line shall be se-
curely tied in on insulator properly fas-
tened to crossarm or bracket supported
by pole or other support. Signal wire
shall not interfere with, or be inter-
fered by, other wires on the pole line.
Aerial cable shall be supported by mes-
senger.

[49 FR 3384, Jan. 26, 1984]

§ 236.72 [Reserved]

§ 236.73 Open-wire transmission line;
clearance to other circuits.

Open-wire transmission line operat-
ing at voltage of 750 volts or more shall
be placed not less than 4 feet above the
nearest crossarm carrying signal or
communication circuits.

§ 236.74 Protection of insulated wire;
splice in underground wire.

Insulated wire shall be protected
from mechanical injury. The insulation
shall not be punctured for test pur-
poses. Splice in underground wire shall
have insulation resistance at least
equal to the wire spliced.

§ 236.75 [Reserved]

§ 236.76 Tagging of wires and inter-
ference of wires or tags with signal
apparatus.

Each wire shall be tagged or other-
wise so marked that it can be identi-
fied at each terminal. Tags and other
marks of identification shall be made
of insulating material and so arranged
that tags and wires do not interfere
with moving parts of apparatus.

[49 FR 3384, Jan. 26, 1984]

INSPECTIONS AND TESTS; ALL SYSTEMS

§ 236.101 Purpose of inspection and
tests; removal from service of relay
or device failing to meet test re-
quirements.

The following inspections and tests
shall be made in accordance with speci-
fications of the carrier, subject to ap-
proval of the FRA, to determine if the
apparatus and/or equipment is main-
tained in condition to perform its in-
tended function. Electronic device,
relay, or other electromagnetic device
which fails to meet the requirements of
specified tests shall be removed from
service, and shall not be restored to
service until its operating characteris-
tics are in accordance with the limits
within which such device or relay is de-
signed to operate.

[49 FR 3384, Jan. 26, 1984]
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